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ELECTRIC STORAGE WINCH/REEL 

Type LM EP 4000 (1000) 07325-b 

1.1.1. Electric winch 

Load lift 4000 kg in the 1st layer 

Hauling speed 5 mtr/min in the 1st  layer 

Wire storage  1,000 mtr Ø16 mm in 7 layers. + 3 extra windings  

Drum dimensions diameter= Ø355mm x length= 1600mm 

Elektromotor DM1 112M4 - 4 kW-S1 - 3x 400/690 Volt - 50 Hz. 
Isolation class: F 
protection:  IP56 
Including: brake motor (electromagnetic brake 65 Nm - 400 V AC - 196 V 
DC)  

Transmission Planetary gear unit (RR710Q) 

Extra's 

Disc-brake (fail-safe), on the back of the motor, (spring applied/ electromagnetic 
released), with stainless steel plates 
Brake tension: 400 Volt AC  
Spool tension: 196 Volt DC 
Brake moment: 65 Nm 

Quantity  1 unit 

Preservation Blast cleaned and coated (RAL 3009) 

Drawing  , see TAB-2 

Custom number 8425 31 90 
.. 

layer Diam. 
(mm) 

Storage per layer 
(m) 

Total storage 
(m) 

v th 
(m/min) 

v work 
(m/min) 

F 
(kg) 

1 371 116,55 116,55 5,00 3,98 4000 
2 403 126,61 243,16 5,43 4,32 3682 
3 435 136,66 379,82 5,86 4,67 3411 
4 467 146,71 526,53 6,29 5,01 3178 
5 499 156,77 683,30 6,73 5,35 2974 
6 531 166,82 850,11 7,16 5,70 2795 
7 563 176,87 1026,99 7,59 6,04 2636 
8 595 186,92 1213,91 8,02 6,38 2494 
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1.1.2. Electrical switchboard 

Consisting of  �  Frequency controller (TAB-11) with net-filter, and all other necessary 
equipment 

�  all other necessary equipment like thermistors, fuses, wiring, transformer (to 
aid remote control), etc 

�  Switch material on the remote pendulant:  
�  Up/down-switch 
�  Potmeter (speed switch) 
�  Emergency stop 

Electrical tension 3x 400/690 Volt - 50 Hz. + Zero 

Protection Box: IP54 

Quantity 1 units 

Drawing  see TAB-10 
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