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ELECTRIC PLANETARY ANCHORWINCH  
Type: LM EPBK 4000 /RR 710 T FS/sc/IEC112ML4 TENV/BR40 

Series no. 06315-b - LEM017  
mounting  

usage 
Originally this winch is made as a typical anchor-winch for inland-shipping; but it may also be used as a 
mooring winch, etc. 

Load pull 4000 kg. In the 1st layer 
Hauling speed approx. 10 metre/minute in the 1st layer 

Wire storage approx. 80 metre - Æ 24 mm. + 3 extra windings in 5 layers 
Drums diameter = Ø355 mm x length = 300 mm 

Transmission planetary gear unit, with slide coupling (RR710 T FS) 

Electromotor 

8,5 kW S2 - 3x 400 Volt – 50 Hz. (IEC 112-ML4) 
·  Protection : IP56, TENV (Totally Enclosed Not Ventilated)  
·  Insulation-class : F  
·  Including : disc-brake spring applied / electromagnetic released  
·  (Capped to IP56 – 40 Nm – 230 Volt AC)  

Brake 
·  disc-brake (fail-safe), on the back of the motor  
·  band-brake mounted on one flanges of the drum, which is manually operated by means of a 

spindle with a ox-handle  
Clutch manual operated dog clutch, with lock mechanism 

Preservation ·  blasted to 2 ½,  
·  Two-component coating, finish navy grey, dry dye thickness: approx. 150 m m.  

Quantity 1 
Drawing they are also available digitally 
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