ELECTRIC PLANETARY WINCH

Type | LM-EP 7500/rmi

Series no| 07252

Mounting yearl 2007

Load-pull| 7500 kg in the 1st layer

Hauling speed 8.4 mtr/min in the 1st layer

Wire storage | 50 mtr.A13 mm in 2 layers + 3 extra windings

Drum | diameter =/A355mm. x length500 mm, grooved forE22 mm

IEC 134 M4 - 12kW-S2 - 3x 440 Volt - 60 Hz. (400Yeb0Hz)
Isolation class : F
electro-motor| Protection - ~Lteta c
Executed with :- electromagnetic brake;

- anti-condense stand still heating (220 V&A0-Hz.)

Transmission Planetary gear unit

Disc-brake (fail-safe), on the back of the motepri{ng applied/ electromagnetic

released)
0 Brake tension: 400 Volt AC
Extra's 0 Spool tension: 196 Volt DC

o Brake moment: 100 Nm
Extra heavy marine seals
Standstill heater, mounted on the motor

Quantity 1 unit
Preservation Blast cleaned and coated
Drawing Standaard, see TAB-32
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377 26,92 26,92 8,40 8,50 7500
421 30,06 56,98 9,38 9,49 6716

465 33,20 90,18 10,36 10,49 6081
509 36,34 126,52 11,34 11,48 5555
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